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Pedestrian Stacker

AC Power ¢ 1.6 - 2.0 tonnes
1.01 | Manufacturer Mitsubishi Mitsubishi Mitsubishi Mitsubishi Mitsubishi Mitsubishi Mitsubishi Mitsubishi Mitsubishi
1.02 | Manufacturer’s model designation SBP10N2 SBP12N2(i) SBP14N2(i) SBP16N2(i) SBP12N2(i)R SBP14N2(i)R SBP16N2(i)R SBP16N2S SBP16N2SR
1.03 | Power source: (battery, diesel, LP gas, petrol) Battery Battery Battery Battery Battery Battery Battery Battery Battery
1.04 | Operator type: pedestrian, (operator)-standing, -seated Pedestrian Pedestrian Pedestrian Pedestrian Pedestrian/Stand-on Pedestrian/Stand-on Pedestrian/Stand-on Pedestrian Pedestrian/Stand-on
1.05 | Load capacity Q (kg) 1000 1200 1400 1600 1200 1400 1600 1600 1600
1.06 | Load center distance © (mm) 600 600 600 600 600 600 600 600 600
1.08 | Load wheel axle to fork face (forks lowered) X (mm) 625 625 (925) 625 (925) 625 (925) 625 (925) 625 (925) 625 (925) 650 650
1.09 | Wheelbase y (mm) 1141 1205 (1615) 1205 (1615) 1205 (1615) 1205 (1615) 1205 (1615) 1205 (1615) 1295 1295
. weight . . .
2.01 | Truck weight with load, with maximum battery weight (kg) 820 1205 (1350) 1220 (1395) 1225 (1400) 1245 (1390) 1260 (1435) 1265 (1440) 1397 1437
2.02 | Axle loadings with nominal load & maximum battery weight, drive/load side (kg) 740/ 1080 830 (1180) / 1575 (1370) 835 (1240) / 1785 (1555) | 835 (1275)/1990 (1725) | 870 (1220) /1575 (1370) | 875 (1280) /1785 (1555) | 875 (1315)/ 1990 (1725) 1941 /1056 1981 /1056
2.03 | Axle loadings without load & with maximum battery weight, drive/load side (kg) 605/ 215 820 (955) / 385 (395) 825 (970) / 395 (425) | 825 (970) /400 (430) | 860 (995) /385 (395) | 865 (1010) /395 (425) | 865 (1010)/ 400 (430) 945 / 452 985 / 452
3.01 | Tyres: PT=Power Thane, Vul=Vulkollan, drive/load side Vul / Vul Vul / Vul Vul / Vul Vul / Vul Vul / vul Vul / Vul Vul / Vul Vul / Vul Vul / Vul
3.02 | Tyre dimensions, drive side (mm) 230 x 70 230 x 70 230 x 70 230 x 70 230x 70 230 x 70 230 x 70 230 x 70 230 x 70
3.03 | Tyre dimensions, load side (mm) 85 x 90 85 x 90 85 x 75 85 x 75 85 x 90 85 x 75 85 x 75 85 x 75 85 x 75
3.04 | Castor wheel dimensions (diameter x width) (mm) 125 x 60 125 x 60 125 x 60 125 x 60 125 x 60 125 x 60 125 x 60 125 x 60 125 x 60
3.05 | Number of wheels, load/drive side (x=driven) (mm) 1+ 1x/2 1+1x/2 1+1x/4 1+1x/4 1+1x/2 1+ 1x/4 1+1x/4 1+ 1x/4 1+1x/4
3.06 | Track width (center of tyres), drive side b10 (mm) 517 517 517 517 517 517 517 517 517
3.07 | Track width (center of tyres), load side b11 (mm) 385 385 385 385 385 385 385 1025-1425 1025-1425
____ Dimensions
4.02 | Height with mast lowered h1 (mm) see tables see tables see tables see tables see tables see tables see tables see tables see tables
4.03 | Free lift h2 (mm) see tables see tables see tables see tables see tables see tables see tables see tables see tables
4.04 | Lift height h3+h13 (mm) see tables see tables see tables see tables see tables see tables see tables see tables see tables
4.05 | Height with mast extended h4 (mm) see tables see tables see tables see tables see tables see tables see tables see tables see tables
4.06 | Initial lift h5 (mm) see tables see tables see tables see tables see tables see tables see tables see tables see tables
4.09 | Height of tiller arm / steering console (min./max.) h14 (mm) 1050 / 1372 1050/ 1372 1050 /1372 1050 /1372 1150 / 1350 1150 /1350 1150 / 1350 1150/1350 1150 / 1350
4.15 | Fork height, fully lowered h13 (mm) 90 90 90 90 90 90 90 85 85
4.19 | Overall length H (mm) 1836 1900 (2007) 1900 (2007) 1900 (2007) 2020 (2127) / 2500 (2607) | 2020 (2127) / 2500 (2607) | 2020 (2127) / 2500 (2607) 1967 2087 / 2567
4.20 | Length to fork face R (mm) 686 750 (857) 750 (857) 750 (857) 870(977)/1350(1457) 870(977)/1350(1457) 870(977)/1350(1457) 817 937 /1417
4.21 | Overall width b1/b2  (mm) 800 800 800 800 800 800 800 800 / 1140-1575 800 / 1140-1575
4.22 | Fork dimensions (thickness, width, length) s/e/l  (mm) 56 /186 /1150 56 /186 /1150 56 /186 /1150 56 /186 /1150 56/186/1150 56 /186 /1150 56/186/1150 40/100/1150 40/100/1150
4.24 | Fork carriage width b3 (mm) 752 752 752 752 752 752 752 980 980
4.25 | Outside width over forks (minimum/maximum) b5 (mm) 570 570 570 570 570 570 570 260-900 260-900
4.26 | Innerwidth of support legs b4 (mm) - - - - - = - 1015-1450 1015-1450
4.32 | Ground clearance at center of wheelbase, (forks lowered) m2 (mm) 20 20 20 20 20 20 20 20 20
4.33a| Working aisle width (Ast) with 1000 x1200 mm pallets, load crosswise, platform up/down Ast (mm) 2291 2355 (2653) 2355 (2653) 2355 (2653) 2475 (2773) / 2955 (3253) | 2475 (2773) / 2955 (3253) | 2475 (2773) / 2955 (3253) 2430 2550/ 3030
4.33b| Working aisle width (Ast3) with 1000 x 1200 mm pallets, load crosswise, platform up/down |Ast3  (mm) 1958 2022 (2123) 2022 (2123) 2022 (2123) 2142 (2243) / 2622 (2723) | 2142 (2243) / 2622 (2723) | 2142 (2243) / 2622 (2723) 2085 2205 / 2685
4.34a| Working aisle width (Ast) with 800 x1200 mm pallets, load lengthwise, platform up/down Ast (mm) 2283 2347 (2533) 2347 (2533) 2347 (2533) 2467 (2653) / 2947 (3133) | 2467 (2653) / 2947 (3133) | 2467 (2653) / 2947 (3133) 2415 2535/ 3015
4.34b| Working aisle width (Ast3) with 800 x 1200 mm pallets, load lengthwise, platform up/down |Ast3  (mm) 2158 2222 (2323) 2222 (2323) 2222 (2323) 2342 (2443) / 2822 (2923) | 2342 (2443) / 2822 (2923) | 2342 (2443) / 2822 (2923) 2285 2405/ 2885
4.35 | Turning radius Wa (mm) 1383 1447 (1848) 1447 (1848) 1447 (1848) 1567 (1968) / 2047 (2448) | 1567 (1968) / 2047 (2448) | 1567 (1968) / 2047 (2448) 1535 1655/ 2135
Performance
5.01 | Travel speed, with/without load (km/h) 6.0/6.0 6.0/6.0 6.0/6.0 6.0/6.0 6.0/6.0 6.0/6.0 6.0/6.0 6.0/6.0 6.0/6.0
5.02 | Lifting speed, with/without load (m/s) 0.12/0.26 0.12/0.26 0.12/0.26 0.14/0.27 0.12/0.26 0.12/0.26 0.14/0.27 0.14/0.27 0.14/0.27
5.03 | Lowering speed, with/without load (m/s) 0.35/0.40 0.35/0.40 0.35/0.40 0.35/0.40 0.35/0.40 0.35/0.40 0.35/0.40 0.35/0.40 0.35/0.40
5.08 | Maximum gradeability, with/without load (%) 8/15 8/15 8/15 8/15 8/15 8/15 8/15 8/15 8/15
5.10 | Service brake (s) Electric Electric Electric Electric Electric Electric Electric Electric Electric
Electric motors
6.01 | Drive motor capacity (60 min. short duty) (kW) 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0
6.02 | Lift motor output at 15% duty factor (KW/%) 2.2 2.2 2.2 3.2 2.2 2.2 3.2 3.2 3.2
6.04 | Battery voltage/capacity at 5-hour discharge (V/Ah) 24 /150 24 /150-250 24 /250 24 / 250-375 24/ 150-250 247250 24 / 250-375 24 / 250-375 24 / 250-375
6.05 | Battery weight (kg) 151 151-212 212 212-294 151-212 212 212-294 212-294 212-294
Miscellaneous
8.01 | Type of drive control Stepless Stepless Stepless Stepless Stepless Stepless Stepless Stepless Stepless
8.04 | Level of noise at the ear level of the driver according to EN 12 053:2001 and EN ISO 4871 in work LpAZ (dB(A) 60/ 60/ 41 60/60/41 60/60/41 70/72/41 60 /60 /41 60 /60 /41 70/72/ 41 70/72/41 70/72 /41
Body vibration (EN 13 059) m/s? - = = - 0.8 0.8 0.8 - 0.8
Hand-arm vibration (EN 13 059) m/s? <25 <25 <25 <25 <25 <25 <25 <25 <25
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Values in brackets () are for initial lift versions. All values are measured with standard configuration. Values can vary with different masts.

Outstal

nding visibility Excellent manoeuvrability

#a T

Foldable platform models

Protective tiller arm design

Initial lift for ramps

Straddle leg version

Continuing improvement may lead to changes in these specifications.

AXiIA Es
THE ALL ROUNDER

With a name that reflects its manoeuvrability, AXIA combines award-
winning ergonomics with high performance and low maintenance
features to deliver a complete warehouse support package.

Efficient, versatile and durable, AXIA is the perfect choice for every
workplace.
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